
ITEM 606.59200125 - RESETTING END TERMINALS FOR BOX BEAM GUIDE RAIL AND MEDIAN 
BARRIER 

 
1. DESCRIPTION: 
 

1.01 Under this item the Contractor shall reset Type III Box Beam Guide Rail and Type C Box Beam End 
Terminals at the location(s) shown on the plans and in accordance with these specifications, applicable 
Standard Sheets, Contract Drawings and Manufacturer’s directions and drawings.  The Engineer will 
be sole determiner in the event there are differences between the Specifications, Standard Sheets, 
Manufacturer’s directions and drawings. 

 
2. MATERIALS: 
 

2.01 Subsection 606-2.08 of the Standard Specifications shall apply. 
 
3. CONSTRUCTION DETAILS: 
 

3.01 The Contractor shall remove, store, clean and reset the box beam end terminal as shown on the plans 
or as directed by the Engineer.  The construction details of Subsection 606-3.06 and 606-3.12 of the 
Standard Specifications shall apply. 

 
4. METHOD OF MEASUREMENT: 
 

4.01 The quantity measured for this item shall be the number of end terminals reset in accordance with the 
requirements of the Contract Documents and in a manner approved by the Engineer. 

 
5. BASIS OF PAYMENT: 
 

5.01 The unit price bid for each end assembly reset shall include the cost of furnishing all labor, materials 
and equipment necessary to complete the work.  Progress payments for the quantity reset will be made 
in accordance with Subsection 606-5.05(A). 
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