
ITEM 620.0150XX25 – STONE FILLING, CLASS XX (By Weight) 
 
 
1. DESCRIPTION: 
 

1.01 The requirements of Section 620-1 and Subsection 620-1.02 shall apply. 
 
2. MATERIALS: 
 

2.01 The requirements of Subsections 620-2.01 shall apply. 
 

2.02 The requirements of subsection 620-2.02 shall apply with the exception of gradation, which shall 
conform to the following requirements. 

 
2.02.1 Maximum ratio of A/C < 3 

  
2.02.2 Minimum and maximum allowable particle size in inches shall conform to the table for the 

specified riprap class.  The d15, d50, d85, d100 indicate the size for which 15%, 50%, 85%, 
100% (by weight) of the particles are smaller.  The corresponding weights are given in the 
subsequent table.  

 
 
 
 

 

 

 

10/11 CM 
1 of 2 

 



ITEM 620.0150XX25 – STONE FILLING, CLASS XX (By Weight) 
 

 
 
3. CONSTRUCTION DETAILS: 
 

3.01 The requirements of Section 620-3 shall apply. 
 
4. METHOD OF MEASUREMENT: 
 

4.01 The quantity to be paid for shall be the number of tons of stones incorporated into the work 
conforming to the requirements of these specifications and in accordance with lines, grades and cross-
sections shown on the plans or as directed by the Engineer. 

 
5. BASIS OF PAYMENT: 
 

5.01 The unit price bid shall include the costs of furnishing all labor, material, and equipment necessary to  
 satisfactorily complete the work except that any necessary excavation will be paid for separately. 

 
 
 
 
 
(xx corresponds to required class size) 
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