
ITEM 606.85015025 - RESETTING MEDIAN BARRIER TRANSITION WEAK-POST CORRUGATED 
BEAM TO BOX BEAM 

 
 
1. DESCRIPTION: 
 

1.01 This work shall consist of resetting Median Barrier Transition Weak-Post Corrugated Beam to Box 
Beam as detailed on the Plans.  All provisions of Section 606 GUIDE RAILING of the Standard 
Specifications shall apply. 

 
2. MATERIALS: 
 

2.01 All materials required shall conform to Section 606-2 MATERIALS of the Standard Specifications 
except as amended by §606 of the TA (09). 

 
3. CONSTRUCTION DETAILS: 
 

3.01 The Contractor shall remove and store, if necessary, clean and reset the transition as detailed on the 
Plans and as directed by the Engineer. 

 
3.02 Any rail damaged by the Contractor shall be replaced at the Contractor's expense. 

 
3.03 The Contractor shall supply all new hardware. 

 
3.04 Post holes shall be backfilled with a material approved by the Engineer. 

 
4. METHOD OF MEASUREMENT: 
 

4.01 The work under this item shall be paid for each transition which is reset. 
 
5. BASIS OF PAYMENT: 
 

5.01 The unit price bid for each transition to be reset shall include the cost of all labor, materials, and 
equipment necessary to complete the work. 
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