






ITEM 556.0298--25 - FABRICATE, FURNISH AND DELIVER PRE-FABRICATED GRID DECK PANELS 
TO JOB SITE 

 
2. MATERIALS: (cont’d) 
 

2.11 All concrete repair material shall meet the requirements of the Contract Documents and/or be 
approved by the Engineer.  

 
2.12 Shop drawings shall include the following information as a minimum: 

 
A. Plan layout, including length, width, skew angle and orientation; 

 
B. Concrete mix design including admixtures; 

 
C. Concrete surface finish; 

 
D. Concrete compressive strength; 

 
E. Structural steel type and grade, degree of steel cleanliness and galvanizing procedures; 

 
F. Fabrication and curing procedures; 

 
G. Lifting details; 

 
H. Cross-sections showing structural depths and reinforcement; 

 
I. Fastener type, strength and location of use; 

 
J. Reinforcement schedule; 

 
K. Tolerances.  Use the Bridge Grid Flooring Manufacturers Association current standards for 

dimension tolerances. 
 

Seven (7) copies of the working drawings shall be submitted to the Engineer for review and approval.  
Upon approval one copy shall be returned to the fabricator.  The fabricator shall make any required 
changes and submit the original to the Engineer for final approval stamp. 

 
UNDER NO CIRCUMSTANCES SHALL FABRICATION OF UNITS COMMENCE PRIOR 
TO APPROVAL OF THE WORKING DRAWINGS WITHOUT THE WRITTEN 
PERMISSION OF THE CHIEF ENGINEER. 

 
2.13 Minor honeycomb areas less than one  wide where is not exposed shall 

be repaired with an approved concrete repair material.  Units that have honeycombed areas where 
reinforcing is exposed and/or units are cracked or damaged may be rejected at the Engineers 
discretion.  Rejected units shall be repaired or replaced in accordance with a written repair procedure 
approved by the Engineer.  

 
2.14 Structural steel will be inspected and approved by the Engineer for compliance with the contract 

documents prior to casting.  Structural steel not meeting the requirements of the contract documents 
shall be replaced with acceptable steel at no additional cost.  All structural steel to be embedded in 
concrete shall be clean and free from dirt, oil, grease or paint. 
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ITEM 556.0298--25 - FABRICATE, FURNISH AND DELIVER PRE-FABRICATED GRID DECK PANELS 
TO JOB SITE 

 
3. CONSTRUCTION DETAILS: (cont’d) 

 
3.08 The panels shall remain in the forms a minimum of 48 hours covered with wet burlap.  After 48 hours, 

the panels shall be removed from the forms when they have attained the minimum strength specified.  
Once removed from the forms, the panels shall be cured with a membrane curing compound per 
Subsection 704-03, Membrane Curing Compound, Cold Weather Curing per Section 704-03.  Rapid 
curing methods will not be allowed nor considered for approval.  

 
3.09 The completed panels shall be marked with their proper identification number and marked at either 

end with the adjoining panel number for proper orientation in the field.  No more than three panels 
will be permitted to stack upon each other during storage or shipment.  Panels shall be stored and 
shipped right-side up, and wood lagging shall be used to prevent concrete or galvanized coating 
damage.  Proper support shall be provided at all changes in panel cross section, or grade during 
storage and transportation. 

 
3.10 The pre-fabricated panel shall be delivered to the job site free from any defects and bearing the proper 

identifying marks.  The Contractor shall store the deck panels at the project on elevated supports and 
provide for the proper bearing of the panel above ground. 

 
3.11 If the pre-fabricated panels are stored within thirty feet (30') of the edge of the travel lanes of the 

Thruway, they shall be protected with temporary concrete construction barrier.  Storage locations are 
subject to the approval by the Authority prior to delivery. 

 
3.12 All ground surface preparations, timber blocking or slimming for stacking the panels, concrete 

construction barrier as required for protection, and all necessary precautions for safe storage shall be 
included in the amount paid for under this item. 

 
4. METHOD OF MEASUREMENT: 
 

4.01 The work will be measured as the number of square feet of pre-fabricated deck panels delivered to the 
job site and stored and protected as required.  Measurement will be taken as the horizontal plane 
projection from outside edge to outside edge of the panel, including concrete, steel grid, and 
reinforcement.  No deduction will be made for joint or chamfers. 

 
5. BASIS OF PAYMENT: 
 

5.01 The unit price bid per square foot shall include the cost of all labor, materials and equipment necessary 
to complete the work, which includes the cost of transporting, storing and protecting the pre-fabricated 
deck panels from damage as well as the traveling public with concrete construction barriers as 
necessary. 

 
5.02 Basis of acceptance shall be based on the Engineers verification that each unit delivered to the site 

conforms to the dimensions and specifications of the Contract Plans and documents, and has not been 
damaged during transport and/or handling. 

 
5.03 The Contractor is responsible for meeting any intermediate and final completion dates defined in the 

proposal.  Therefore, the Contractor is advised to take all necessary field measurements and to order 
the pre-fabricated deck panels early in the contract to avoid any potential delays.  Any cost associated 
with delays in the delivery of these panels shall be completely paid by the Contractor, and will not be 
the subject of a claim against the Authority.  Liquidated damages, as defined in the Proposal, will be 
assessed for any delay in the contract schedule. 
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