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USE TWO BOLTS AT ALL
SPLICE LOCATIONS EXCEPT
oF POST EXPANSION JOINTS WHERE
gorro & OF PosT - o ONE BOLT SHALL BE USED.
;ﬁ V. A DIA. GALVANIZED BOLT,
R AND NUT (TYPICAL)
TOP OF CONCRETE BARRIER
F"ENCE FABRIC, ES:E /OR PARAPET RAIL TUBE
OATED " S 1 |
[H)
— s & T
- i SPUCE .
i 9 _ ol <~ Bk Pee prs< ALL NUTS SHALL BE SNUG TIGHT.
T 2 S :
OM. DIA, =
] #fSCHEDULE 40 PIPE, 50 ksi, e 0 -L \ 9
GALVANIZED COATED bl [of=-1o|—
NOM. DIA. § 2 NOTE:
% GALVANIZED COATED e < "s" = [EBBEXCEPT FOR EXPANSION JOINT LOCATIONS
- RGANST. PARRPET FULL Leworh. [ 2 ﬂ WHERE THIS DIMENSION SHALL BE UAL TO THE
z | | | BRIDGE DECK JOINT OPENING PLUS (MIN.)
= 5
FENCNG FABRIC SHALL FIT SNUG
AGAINST BARRIER FULL LENGTH. s 1-- I SECTION A-A TYPICAL RAIL SPLICE DETAIL
3 —-— (TOP AND BOTTOM RAIL)
IAMETER
E: ™
%_ =>
3/8" DUMETER « I
BOLT AND NUT w
§ CONCRETE BARRIER
« OR PARAPET
& ]
8 .. 7"
g - WONG FULLY THREADED
2 ~ UTS AND WASHERS.
. z ALL NUTS SHALL BE SNUG TIGHT. PE STAMP &
\ i —soewx = SIGNATURE ARE
AN S —— NOT REQUIRED
\ ¢ OF IA. HOLE FOR ON THIS SHEET.
1 | 3/8" DIA. BOLT AND NUT
L_-_I ALL NUTS SHALL BE SNUG TIGHT.
SECTION B—B SCALE REDUCTION
TYPICAL SECTION OF PROTECTIVE SCREENING ON TYPICAL SE%E%’?ICX{ EEgETgCng}g:AgEC'IBEENING ON Ly THESE REDUCED PLANS MAY NOT
S E S E S LE SL E E ] BE EXACTLY TO SCALE. ALL
AFETY HAP AND ING OP BARRIER INDICATED SCALES ARE REDUCED
L I TO APPROXIMATELY HALF SIZE.
NOTES:
1. THE INTERIOR SECTIONS OF PEDESTRIAN FENCE POSTS SHALL BE PLACED S
THAT THE SPACING OF THE POSTS IS UNIFORM AND DOES NOT EXCEED
\AIMUN. SPACING | 2. THE FULLY THREADED ANCHOR RODS FOR THE PEDESTRIAN FENCE POST MAY
o EcTions o ——F BE DRILLED AND GROUTED INTO THE BARRIER OR PARAPET AS SHOWN.
¢ OF END POST 3. DRILLING AND GROUTING OF FULLY THREADED ANCHOR RODS SHALL BE DONE
IN ACCORDANCE WITH SPECIFICATION 586.03 — DRILLUNG & GROUTING OF BOLTS OR
REINFORCING BARS WITH PULLOUT TESTS. GROUT MATERIAL SHALL BE A TWO
PART EPOXY SYSTEM SUCH AS "HILTI" FROM THE NYSDOT APPROVED LIST.
COST FOR DRILLING AND GROUTING SHALL BE INCLUDED IN PRICE BID FOR SCREENING.
4. IT 1S PERMISSIBLE TO INSTALL SHIM PLATES BEHIND THE VERTICAL FENCE
POSTS TO ACHIEVE PLUMB. usT HAVEJ D1A. HOLES MATCHING
BRACE RAL L D8, TR X3 TR IRXRS THE PIPE CLAMP FOR THE ANCHOR BOLTS. SHIMS SHALL BE OF oare | oescrpnon By vu.
KRR s s s s s s rrsssscscrcrcetese lJosesosese STAINLESS STEEL (ASTM A666-03). THE REQUIRED QUANITY AND THICKNESS
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GALVANIZED COATED.
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TYPICAL ELEVATION OF PROTECTIVE SCREENING
ON CONCRETE BARRIER/PARAPET

OF SHIMS WILL BE DETERMINED IN THE FELD.

5. ALL FENCE POSTS SHALL BE VERTICAL.

6. THE PROTECTIVE SCREENING SHALL BE PAID FOR UNDER
607.0611==25 — PROTECTIVE SCREENING - BRIDGES.

7. DIA. ANCHOR BOLTS FOR FENCING SHALL BE F1554 GR105.
SHALL HAVE A MECHANICALLY DEPOSITED ZINC COATING

IN ACCORDANCE WITH CLASS
8. IA. BOLTS SHALL BE AS

AND HOT DIPPED
IZED IN ACCORDANCE WITH NYSStd. SPEC. 719-01 OR
MECHANICALLY DEPOSITED ZINC COATED AS DESCRIBED ABOVE.

8. AL NuTs SHALL BE [BBBBBE~vv HEX GRADE DH AND HOT DIPPED
GALVANIZED IN ACCORDANCE WITH NYSStd. SPEC. 71901 OR
MECHANICALLY DEPOSITED ZINC COATED AS DESCRIBED ABOVE.

9. ALL WASHERS SHALL BMND HOT DIPPED
GALVANIZED IN ACCORD. Std. SPEC. 719-01 OR
MECHANICALLY DEPOSITED ZINC COATED AS DESCRIBED ABOVE.
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