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NOTES: WUTYL RUBBER TAPE FINGER PLATE CONNECTION BOLTS. -
_— TO MILITARY SPEC. x T WASTE -

1. THE_EXPANSION JOINT SHALL BE COVERED DURING THE PLACING -EEL FINGER PLATE. ONE STRIP UNDER EACH LINE OF HEX NUTS. SEAL WELD NUTS TO ANGLE. COAT . . .
OF THE BRIDGE DECK CONCRETE. SEE CUTTING DETAIL (TYP) BOLTS BETWEEN FINGER PLATE & BOLT AND NUT THREADS W/ "NEVER SEIZE" GREASE
) PREFORMED FABRIC TROUGH MATERIAL PRIOR TO INSTALLATION. FILL HOLE SURROUNDING
2. ALL STEEL COMPONENTS SHALL BE BOLT HEAD WITH HOT POURED JOINT SEALER TO
(TYP)
ASSEMBLY COMPLETE N PLACE SHALL BE UNDER - HOLE COUNTERBORED TOP OF PLATE AFTER BOLTS ARE INSTALLED. WRAP | O° F. * [
THE EXPANSION JOINT SHALL BE IN FEET ALONG FINGER P (TYP). INSTALLATION PRIOR TO POURING CONCRETE. (TYP)
I'HET LENGTH OF THE JO_II_NT. BETWEEr:_ IT'S HORIZ_?NTAL CENTERLINE
LIMITS AND CONVERTED TO METERS FOR PAYMENT. ETA GENTT S SIOW TIECUCH BRACKETS. 15 N *
3. WELDED STUDS, AND ALL OTHER MISCELLANEOUS ITEMS D L B. CONTINUOUS (TYP).
REQUIRED TO CONSTRUCT THE EXPANSION JOINT, SHALL BE "
INCLUDED IN THE COST FOR THE JOINT TEM. GRIND OUTSIDE CORNER TO DIUS MGLE © EACH GIRDER
4. THE ANGLE ALL BE FURNISHED IN CONTINUOUS -mcpgwE\gETs DsA:c?v(v;rE Z)?q TlfL?\N VIEW. (ﬂ?}) \ CUT TO_FIT TIGHT AGAINST INSIDE [ 30’ * *
LENGTHS Wi THAN ONE FIELD SPLICE PER JOINT. ancLE [P,
THE FINGER PLATES SHALL BE SUPPLIED WITH NO MORE THAN - ——— e —
TWO SPLICES PER JOINT. SEE JOINT DETAILS ON \ \\ N !
DRAWING ___. THE FABRIC TROUGH SHALL BE CONTINUOUS || || R\ \ a § : . N *
PREFORMED FABRIC MATERIAL CONFORMING TO THE JOINT SR } 4 45
ITEM SPECIFICATIONS (NO SPLICES WILL BE ALLOWED). 7 & A )
- ~ e Coa
5. ALL STEEL JOINT COMPONENTS SHALL BE GALVANIZED OR 7 IR A s e,
METALIZED AS SPECIFIED IN THE MEM SPECIFICATION 7 e . % +
EXCEPT FOR THE FINGER PLATES WHICH SHALL REMAIN = , TYP | % = SN 60
UNCOATED. _ ? = *;ﬂ/ .
A eoml | \ (Ao | o
6. WELDED STUDS SHALL CONFORM TO STD SPEC 709-04 AND BE 7 eem—— H 4,
WELDED IN THE SHOP. i 7 %& T . 25 . ,
- ) . a- X N < 4” ¢ 4
7.EPOXY BONDING COMPOUND SHALL BE APPLIED TO ALL JOINT . \ 1 L4 - #E:ﬁ “
SURFACES THAT WILL COME IN CONTACT WITH NEW CONCRETE. -NTERS ALTERNATE : = - 4
THE COST FOR THE EPOXY BONDING COMPOUND SHALL BE STRAIGHT W/ BENT STUDS I/ N /
INCLUDED IN THE PRICE BID FOR THE DECK CONCRETE. AS SHOWN. BENT STUDS . T . . . .
SHALL BE PARALLEL TO L%J e N 90
8. THE HICK FINGER PLATES SHALL BE CUT FROM SLOPED EDGE OF WT. e a
TES AS SHOWN ON THIS DRAWING. (TYP.) \-——4—————“— -— N4 T
’ END OF
9. THE FINGER PLATES SHALL BE INSTALLED PRIOR TO POURING
THE DECK CONCRETE TO ENSURE PROPER FITTUP, R ?;5,2;:_'2 g%ﬁ_’:}é‘l’fm 105 * *
PLATE GIRDER (TYP)
-Bn ‘ -
SECTION AT PIER PREFORMED FABRIC JOINT HEAVY HEX NUTS &
= TROUGH MATERIAL. 3—PLY, AARDENED WASHERS.
DIAPHI(?AGB; 3 NO FIELD SPLCES ALLOWED. HOLES IN GIRDER FLANGES (TYP). PE STAMP &
TYP
.—_ SIGNATURE ARE
(typ) REQUIRED
FINGER TAPER
DETAIL A
- DATE DESCRIPTION BY SML
REVISIONS
TOP OF NEW YORK STATE THRUWAY AUTHORITY
DECK CONCRETE DEPARTMENT OF ENGIEERING
200 SOUTHERN BLVD., ALBANY, N.Y. 12209
TIE O SHLE OF PROJECT LINE 1
®. JOINT HARDWARE L% RECESS OF TITLE_OF PROJECT LINE 2
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BELOW HEADER CONCRETE. B or peoscl 1= 1
TIMLE OF DRAWING
DETAIL B VERMONT JOINT
i i - FINGER—TYPE AT PIER
DETAILS
CONTRACT NUMBER: |
TA
ELEVATION FINGER PLATE DATE 3/10
NOTE: MATING FINGERS SHALL BE CUT FROM THE CUTTING PATH DETAIL
GRIDER BRACKET DETAILS SAME PLATE AS SHOWN TO ENSURE FIELD MATCHUP. e ——————————————————— DRAWING NUMBER:
[ .






