4. THE PORTABLE VARIABLE MESSAGE SIGN (PVMS
SHALL SHALL DISPLAY THE TWO—PART M J
“UNEVEN LANES AHEAD / MCYCLES USE CAUTION.”

5. "UNEVEN LANES® (W8—11) SIGNS SHALL BE
ALTERNATAED WITH "STAY IN LANE" SIGNS FOR THE
ENTIRE_LENGTH OF LONGITUDINAL
PAVEMENT EDGE CONDTION AT A SPACING NOT TO
EXCEED 1 MLE ADDITIONAL "UNEVEN LANES"
(g;n) snngmm BE REQUIRED JUST

ND~ ANY RAMP THAT TERMINATES
WITHIN THE WORK ZONE SIGNING.

6. WHEN THE EXPOSED LONGITUDINAL PAVEMENT EDGE
CONDITION NO LONGER EXISTS, THE “UNEVEN
LANES" (WB—11) SIGNS AND "STAY N LANE®
(R4—9) SIGNS SHALL BE REMOVED OR COVERED
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BAVEMENT _MARKING_NOTES:
1. LANE LINE PAVEMENT MARKINGS (BROKEN LINES
A SHALL BE REPLACED WITH SOLID WHITE LINES
THE LENGTH OF THE EXPOSED

ENTRE
PAVEMENT EDGE CONDITION.
2. WHEN EDGE LINE PAVEMENT MARKINGS (SOLID
LINES) ARE REMOVED AND NOT REPLACED AT THE
A [~ 1 END OF THE WORK SHIFT, TRAFFIC CONES, OR
o OTHER APPROVED CHANNELIZING DEVICE, SHALL BE
- ] i% USED TO DELINEATE THE PAVEMENT EDGE.
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