By: R._ COURNOYER

DRAFTED BY: CAD

DESIGNED BY: TA

IN CHARCE oF: TA

1.

— [ o XXX
XXX
- | . e
|17 SPacE BUFFER SPACE |
I B SHOULDER <
& 0 - TAPERED END SECTION OR—  w|® o0a| o -
8 - x TEMPORARY IMPACT ATTENUATOR | | ¥ ;
& ¥ (SEE CONTRACT DOCUMENTS | a|_ & 2
@ - FOR SPECIFIC REQUIREMENTS) | 5|1 =)
i} ik °® ! ] ! ! pS
] ] ! L
s
n T \ \ \ \ \ SHOULDER
LS
ggué z <= TRAVEL LANE
——————————————————————————————————————— g%§§~ —————————
TEMPORARY / INTERIM 6wo 3
%HITE PAVEMENT MARKINGS °z"s <= TRAVEL LANE
TEMPORARY / INTERIM SHOULDER
YELLOW PAVEMENT MARKING
<
" F F F F F oF
WORK ZONE TRAFFIC CONTROL PLAN
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ALL SIGNS SHALL CONFORM TO THE NATIONAL MANUAL ON 7. WHEN THE DISTANCE BETWEEN THE SECOND "WORK ZONE/SPEED 'IA WORK SPACE
UNIFORM TRAFFIC CONTROL DEVICES (NMUTCD) AND NEW YORK LIMIT 45" SIGN (NYW8-45/R2—1) AND THE END OF THE LANE
STATE SUPPLEMENT. ORANGE SIGNS ON RIGID PANELS SHALL BE SHIFT PATTERN EXCEEDS 1/2 MILE, ADDITIONAL "WORK n CHANNELIZING DEVICE
FLUORESCENT—ORANGE ASTM TYPE IX (CLASS E) RETROREFLECTIVE ZONE/SPEED LIMIT 45" SIGN(S) (NYW8—45/R2-1) SHALL BE
SHEETING. ALL OTHER COLORS OF CONSTRUCTION SIGN FACES ON INSTALLED ON BOTH SIDES OF THE ROADWAY TO MAINTAIN A
RIGID PANELS SHALL BE ASTM TYPE Il (CLASS B) REFLECTIVE MAXIMUM SPACING OF <= DIRECTION OF TRAFFIC
SHEETING.
. ING SHOWN, "ROAD WORK AHEAD" 4 TEMPORARY SIGN
. THE ENGINEER SHALL APPROVE THE CONDITION OF ALL TEMPORARY 8. IN ADDITION TO THE SIGNING SHO OAD WORK AHEAD"
(W20-1) AND "WORK ZONE/SPEED LIMIT 45" (NYW8—45/R2-1) WAn_1 W1—4bL W1—4bR W35
TRAFFIC CONTROL DEVICES PRIOR TO USE. THE ENGINEER SHALL ~ Elan
SIGNS SHALL BE PLACED ALONG ANY ENTRANCE RAMP THAT WARNING E1 ArS
ALSO REVIEW THE PROPOSED WORK ZONE TRAFFIC CONTROL PLAN TERMINATES WITHIN THE WORK ZONE TRAFFIC CONTROL LIMITS | I | A Wad MIN
FOR PRECISE DEVICE POSITIONING PRIOR TO INSTALLATION. : -
THE LOCATION OF THESE SIGNS SHALL BE DETERMINED BY THE
. THE PLAN SHOWN IS FOR A DOUBLE LANE SHIFT TO THE LEFT. ENGINEER. TEMPORARY  erier
B e A 1 arie Ao CHANGE REVERSE 9. EXISTING SPEED LIMIT SIGNS WITHIN THE WORK ZONE SHALL BE WORK ZONE END
THE DOUBLE LANE SHIFT PLAN TO THE RIGHT SHALL BE THE oM EIRmY CONERED TO AVOID CONFLICT WITH THE WORK ZONE ROAD WORK TEMPORARY / INTERIM
MIRROR IMAGE OF THE DOUBLE LANE SHIFT PLAN TO THE LEFT. : —— PAVEMENT MARKING
FOR LANE SHIFTS CONSISTING OF MORE THAN TWO LANES, THE 10. WHEN A SPEED DISPLAY TRAILER IS DEPLOYED, IT MAY BE USED _ G20-2 EXISTING PAVEMENT
AS A SUBSTITUTE FOR THE SECOND "WORK ZONE/SPEED LIMIT 45 ASSSSSS R RN
NUMBER OF ARROWS DEPICTED ON THE REVERSE CURVE SIGNS MARKING REMOVAL
SHALL BE THE SAME AS THE NUMBER OF THROUGH LANES SIGN (NYW8-45/R2—1). THE UNIT SHALL BE PROVIDED IN
AVAILABLE TO TRAFFIC ACCORDANCE WITH THE CONTRACT SPECIFICATIONS. WHEN NOT IN
: OPERATION, THE SPEED DISPLAY TRAILER SHALL BE REMOVED FROM
TO DETERMINE THE TAPER LENGTH (L), SEE TABLE 6H—4 ON THE THE WORK ZONE. STATE LAW
LEGEND AND TABLES™ DRAWING, IF CONSTRAINTS EXIST AND L 11. TEMPORARY / INTERIM PAVEMENT MARKINGS SHALL BE USED IN SPEED SPEED LICENSE
CANNOT BE ACHIEVED, A REDUCTION IN THE TAPER LENGTH TO STAY
A BE USED WiTH ThE APPROVAL OF THE ENGINEER ACCORDANCE WITH THE CONTRACT DOCUMENTS. ANY EXISTING LIMIT LIMIT SUSPENDED
- PAVEMENT MARKINGS THAT ARE CONFLICTING OR MISLEADING SHALL IN
CHANNELIZING DEVICES SHALL CONFORM TO THE REQUIREMENTS BE REMOVED OR COVERED. AFTER TWO
OF THE NMUTCD AND SECTION 729 OF THE STANDARD LANE WORK ZONE
SPECIFICATIONS WITH THE EXCEPTION THAT SHEETING SPEEDING
REQUIREMENTS SHALL BE AS SPECIFIED ON THIS DRAWING. TIOKETS
CHANNELIZING DEVICE TYPE AND SPACING REQUIREMENTS SHALL BE k21 R21 Re—o
IN ACCORDANCE WITH SECTION 619 OF THE STANDARD —
SPECIFICATIONS. [ ] NYR9 11
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WHITE RETROREFLECTORIZED SHEETING,
ASTM TYPE IX (CLASS E)

ORANGE RETROREFLECTORIZED SHEETING,
ASTM TYPE IX (CLASS E)

NON—-REFLECTORIZED ORANGE

WHITE REFLECTIVE SHEETING,
ASTM TYPE Il (CLASS B) OR
ASTM TYPE V (CLASS C)
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