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GENERAL

NOTES:

AND #3.

" SPECIFICATIONS.

CONTROL DEVICES (NMUTCD) AND NEW YORK STATE SUPPLEMENT.

LEFT DOUBLE LANE CLOSURE

1. USE OF THESE PLANS SHALL BE LIMITED TO A WORK SPACE LENGTH OF [}
I OR LESS AND A WORK DURATION OF 2 (TWO) HOURS OR LESS.

TRAILER—MOUNTED ARROW PANELS MAY BE SUBSTITUTED FOR VEHICLES #1, #2,
TOW VEHICLES SHALL NOT REMAIN ATTACHED TO TRAILER—MOUNTED
ARROW PANELS.

FOR VEHICLE #1, THE ATTENUATOR IS OPTIONAL FOR DAYTIME OPERATIONS. FOR

NIGHTTIME OPERATIONS, ALL VEHICLES, INCLUDING VEHICLE #1 ON THE

SHOULDER, SHALL BE EQUIPPED WITH AN ATTENUATOR.

ARROW PANELS SHALL CONFORM TO SECTION 729-15 OF THE STANDARD
THE DISPLAY SHALL BE A FULL FLASHING ARROW ONLY.
CHEVRONS AND SEQUENTIAL ARROW DISPLAYS SHALL NOT BE PERMITTED.

ALL SIGNS SHALL CONFORM TO THE NATIONAL MANUAL ON UNIFORM TRAFFIC
ORANGE
SIGNS ON RIGID PANELS SHALL BE FLUORESCENT—ORANGE ASTM TYPE IX (CLASS

E) RETROREFLECTIVE SHEETING. ALL SIGNS SHALL BE MOUNTED BELOW THE
ARROW PANEL.

NOTES:

SHOULDER/MEDIAN WIDTH IS LESS THAN

VEHICLE #1 SHALL BE IN THE LEFT LANE.

RIGHT DOUBLE

WHERE THE LEFT TWO LANES ARE TO BE CLOSED, VEHICLE #1 IS TO BE
LOCATED COMPLETELY ON THE LEFT SHOULDER, VEHICLE #2 STRADDLES THE
LEFT SHOULDER AND THE LEFT LANE, VEHICLE #3 IS IN THE LEFT LANE, AND
VEHICLE #4 IS IN THE CENTER LANE. VEHICLE #5 IS LOCATED IN THE LEFT
LANE ALONGSIDE VEHICLE #4.

FOR A LEFT DOUBLE LANE CLOSURE IN AN AREA WHERE THE USABLE LEFT

SHOULDER /MEDIAN WIDTH IS LESS THAN [ LEFT SIDE SIGNS SHALL BE

MOUNTED ON THE MEDIAN BARRIER. IF THE TOTAL MEDIAN WIDTH IS LESS THAN

B L£FT SIDE SIGNS IN ADVANCE OF THE LANE CLOSURE TAPER AND THE

END ROAD WORK” (G20-2) SIGN SHALL NOT BE REQUIRED.

AN _ARFA WHERE THE USABLE LEFT
ﬁ VEHICLE #1 STRADDLES THE
LEFT SHOULDER AND THE LEFT LANE, VEHICLE #2 IS IN THE LEFT LANE,
VEHICLE #3 STRADDLES THE LEFT LANE AND THE CENTER LANE, AND VEHICLE
#4 1S IN THE CENTER LANE. VEHICLE #5 IS LOCATED IN THE LEFT LANE

ALONGSIDE VEHICLE #4.

FOR A LEFT DOUBLE LANE CLOSURE IN

IN AREAS WHERE THERE IS LITTLE TO NO LEFT SHOULDER/MEDIAN WIDTH,
FOR THESE SITUTATIONS, CONSULT
THE ENGINEER FOR APPROPRIATE TEMPORARY TRAFFIC CONTROL UPGRADES.

LANE CLOSURE NOTES:

WHERE THE RIGHT TWO LANES ARE TO BE CLOSED, VEHICLE #1 IS TO BE
LOCATED COMPLETELY ON THE RIGHT SHOULDER, VEHICLE #2 STRADDLES THE
RIGHT SHOULDER AND THE RIGHT LANE, VEHICLE #3 IS IN THE RIGHT LANE, AND
VEHICLE #4 IS IN THE CENTER LANE. VEHICLE #5 IS LOCATED IN THE RIGHT
LANE ALONGSIDE VEHICLE #4.

FOR A RIGHT DOUBLE LANE CLOSURE IN AN AREA WHERE THE USABLE LEFT

SHOULDER/MEDIAN WIDTH IS LESS THAN 6 FEET, LEFT SIDE SIGNS SHALL BE

MOUNTED ON THE MEDIAN BARRIER. IF THE TOTAL MEDIAN WIDTH IS LESS THAN
6 FEET, LEFT SIDE SIGNS SHALL NOT BE REQUIRED.
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