*COUNTERSUNK HOLES FOR ANCHOR BOLTS

HICK SLIDING STEEL (HEADS TO BE FLUSH WITH PLATE).
éGALVANIZED) COVER PLATE
SHAPE TO MATCH FLUSH WITH *THREADED INSERTS TO

ANCHOR SLIDING COVER PLATE.

FINISHED DECK
SURFACE.

< *THE SIZE OF THREADED INSERTS AND

C ANCHOR BOLTS TO BE DETERMINED BY

THE MANUFACTURER OF THE COVERPLATE SYSTEM.
APPLY ANTI-SEIZE LUBRICANT TO THREADS
DURING INSTALLATION.

DETAIL 9.3.1(a)
COVER PLATE DETAIL

I

(HEADS TO BE FLUSH WITH PLATE). (GALVANIZED) COVER PLATE (SHAPE

*COUNTERSUNK HOLES FOR ANCHOR BOLTS B ik SUDING STEEL
TO MATCH FLUSH WITH SIDEWALK).

*THREADED INSERTS TO
ANCHOR SLIDING COVER PLATE.

FINISHED DECK
SURFACE.

RECESS FOR
RECEIVING COVER PLATE

|SEE PAGE 9-31 FOR LEGEND.

o

DETAIL 9.3.1(b)
COVER PLATE DETAIL

NOTE:

STONE CURB SHALL BE TUCKPOINTED WITH EPOXY POLY-
SULFIDE GROUT, SPEC. 721-03, IN THE AREA OF THE JOINT
HEADER. THIS GROUT SHALL ALSO BE USED TO SEAL BETWEEN
THE CURB AND THE COVERPLATE ON THE FIXED END.THE COST
FOR THIS WORK IS TO BE INCLUDED IN THE UNIT PRICE BID

FOR THE CURB ITEM.






