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REMOVE ALL UNSOUND CONCRETE AND
v ] REPLACE WITH SPECIFIED CONCRETE ALL SURFACES SHALL BE CLEANED AND PREPARED XX
REMOVE DAMAGED SPIRALS AS DESCRIBED IN NOTE #6 BELOW. COST TO BE
AS ORDERED BY THE ENGINEER AND e ACED OF LaE St & GAMaTED: INCLUDED UNDER PARTIAL DEPTH REMOVAL AND
REPLACE WITH STUD SHEAR CONNECTORS. : REPLACEMENT MEM.
COST INCLUDED. UNDER FULL DEPTH SPUCED (TIED OR WELDED AOBE) TO EXISTING
REMOVAL AND REPAIR ITEM. BARS AND PAID FOR UNDER ITEM 556.0203.
GRIND FILLET WELD 1 INCH SAWCUT ALONG ALL EDGES (TYP.)
FLUSH AND REPLACEMENT STUD 2 EOUAL SPACES DaEngSSAVCVgg} %Ogg - COST TO BE INCLUDED UNDER PARTIAL
Esn SMOOTH (TYP) SPAgmG SHEAR CONNE ) A.O.BE. INCLUDED UNDEé FULL DEPTH TOP OF SLAB DEPTH REMOVAL AND REPAIR ITEM.
XISTING SPIR ITEM 556.03 2" 2" REMOVAL & REPAIR ITEM.
SHEAR CONNECTOR EM S —I I— —'l I— , TOP OF SLAB SOUNG CONCRETE
SOUND CONCR : a -
i i| || EENE 4 50% SLAB
\ 4 3 DEPTH
- - ) 6 <4 Eg MAXIMUM
VERIFY SOUNDNESS OF - a 7 Sa SEE =
PITCH (P) P/2 UNDERDECK CONCRETE ST / : . 3 NOTE #7
3 IN VICINITY OF REMOVAL — /,/ , — & BELOW
e seonon or o { i~ ~
THESE AREAS.
LALL SURFACES SHALL BE CLEANED AND PREPARED ’B'EWRSEK&DWSEREKEE%’Z'EEB‘ ENIZED
EXISTING REINFORCEMENT AS DESCRIBED IN NOTE #6 BELOW. COST TO BE :
SHALL BE CLEANED UNDER At L CH o 5 SPLICED (TIED OR WELDED AOBE) TO EXISTING
—— —— ITEM 584.56——25. g‘E;&CEME‘m = U MOVAL AN BARS AND PAID FOR UNDER MEM 556.0203.
’ EXISTING REINFORCEMENT
LL' LL' Rl Yy Py REMOVE ALL UNSOUND CONCRETE
ITEM 584.55—-25.
NOTE: REPLACEMENT STUD SHEAR CONNECTORS — ITEM
556.03. THIS ITEM IS FOR BIDDING PURPOSES ONLY. EXISTING SPIRAL SHEAR FULL DEPTH REMOVAL OF STRUCTURAL SLAB gr#gugfgiﬁzzcm?ﬂs&scmm
CONNECTOR NOT SHOWN AND REPLACEMENT WITH RAPID HARDENING CONCRETE
bl LLL- . N (MISC. LOCATIONS, FORMWORK REQUIRED) PARTIAL DEPTH REMOVAL OF STRUCTURAL SLAB
ITEM 584.56—-25 AND REPLACEMENT WITH RAPID HARDENING CONCRETE
REPLACEMENT OF SPIRAL SHEAR ITEM 584.55—-25
CONNECTORS WITH STUD SHEAR CONNECTORS 1 =
[ ] Reinf. @
.\din. Cov. /—
REPLACEMENT SHEAR STUD CONNECTOR SPACING
Bf < 13" 1 |——.——I_ I——ll
= — CONCRETE REPAIR NOTES:
.:ov:]'b = S !J 1. FOR GENERAL NOTES SEE DRAWING ___
SHEAR STUD CONNECTOR LENGTH 7 2. FOR LOCATION OF FULL DEPTH CONCRETE REPAIRS SEE DRAWING ___.
ov. 3. DECK DETERIORATION REQUIRING FULL DEPTH REPAIR AS INDICATED ON THE PLANS
DECK_THICKNESS HAUNCH_DEPTH SHEAR STUD LENGTH -'— HAS BEEN DETERMINED BY A FIELD INSPECTION. ALL OF THE MAJOR AREAS, KNOWN
TO EXIST AT THE TIME, HAVE BEEN SHOWN TO INDICATE THE APPROXIMATE EXTENT
OF DETERIORATION THAT WILL HAVE TO BE REPAIRED BY THE CONTRACTOR.
REINFORCED GIRDER HAUNCH DETAIL
FOR USE WHEN HAUMCHDEPTH > 4° 4. THE ANTICIPATED EXTENT OF CONCRETE REPAIR HAS BEEN INDICATED ON THE
( ﬁo >4") CONTRACT PLANS. THE PROJECT ENGINEER SHALL EXAMINE THE DECK SLAB CONCRETE AND
ESTABLISH THOSE AREAS OF FULL AND PARTIAL DEPTH REPAIR TO BE MADE WITH THE PE STAMP &
S SPECIFIED CONCRETE. THE EXTENT OF CONCRETE REPAIR TO BE MADE SHALL BE SIGNATURE ARE
APPROVED BY THE PROJECT ENGINEER.
NOT REQUIRED
e ) 5. DETERIORATED REINFORCEMENT SHALL BE REPLA IKE SIZE & GALVANIZED, ITEM ON THIS SHEET
286.0508 AND HALE A MINRIN LAe OF A Eie e .
BE PROVIDED (SEE WELDED SPLICE DETAIL " IF WELDED, WELDERS SHALL
e M. SPUCE LENGTH = i BE QUALIFIED IN ACCORDANCE WITH THE "NEW YORK STATE STEEL CONSTRUCTION MANUAL".
BARS SHALL BE WIRED R
FOR THE LENGTH OF THE SPLICE 6. WHEN JOINING FRESH CONCRETE TO NEW CONCRETE WHICH HAS ALREADY SET, OR TO
t { EXISTING CONCRETE, THE CONCRETE IN PLACE SHALL HAVE ITS SURFACE SCOURED OR
ABRADED WITH A SUITABLE TOOL TO REMOVE ALL LOOSE AND FOREIGN MATERIALS. THIS
LAPPED, TIED SPLICE SURFACE SHALL BE SCRUBBED WITH WIRE BROOMS. AFTER THE SURFACE PREPARATION HAS
- S = REINFORCING BAR BEEN ACCEPTED, THIS SURFACE SHALL BE THOROUGHLY WET PRIOR TO PLACING THE NEW
NOMINAL RADIUS (TYP). CONCRETE. THIS MAY BE ACCOMPLISHED BY CONTINUOUS WETTING WITH SOAKER HOSES OR
THE USE OF BURLAP/BURLENE/ETC. SO THAT MOISTURE CAN BE MAINTAINED. IF, IN THE
OPINION OF THE ENGINEER, CONDITIONS OR THE SITUATION PROHIBITS THIS, THEN THE
EFFECTIVE SURFACES SHALL BE WETTED FOR AS LONG AS POSSIBLE. THE CONTRACTOR SHALL REMOVE
THROAT (TYP.) ANY PUDDLES OR FREE STANDING WATER WITH OIL—FREE COMPRESSED AIR, AND PROTECT
THE SURFACES FROM DRYING, SO THAT THE EXISTING CONCRETE REMAINS IN A CLEAN,
SATURATED SURFACE DRY CONDITION UNTIL PLACEMENT OF THE NEW CONCRETE. Y E— - -
— IMMEDIATELY BEFORE PLACING THE NEW CONCRETE, THE FORMS SHALL BE DRAWN TIGHT
SINGLE FLARE V, GROOVE WELD AGAINST THE CONCRETE ALREADY IN PLACE. REVISIONS
7. AT ALL PARTIAL DEPTH CONCRETE REMOVAL LOCATIONS, THE MINIMUM DEPTH OF
REMOVAL SHALL BE NO LESS THAN BELOW THE TOP MAT REINFORCING BARS, OR TO YO ST TRy AUTHORITY
MIN. LAP LENGTH EQUALS MINIMUM SOUND CONCRETE, WHICHEVER IS GREATER. WHERE THE REMOVAL DEPTH EXCEEDS 200 T OF ENCREERIC 2200
REQUIRED WELD LENGTH PLUS 1 INCH. THE SLAB THICKNESS, A FULL DEPTH REPAIR SHALL BE REQUIRED. " v
TMLE OF PROJI
8. WHERE CONCRETE REMOVAL AND REPLACEMENT NECESSTATES ADJACENT S TILE OF PROJECT LINE 1
WELDED SPLICE CONCRETE PLACEMENTS, CONCRETE REMOVAL SHALL NOT OF TITLE OF PROJECT LINE 2
NTS. ADJACENT REPAIR AREAS. ADJACENT AREAS WHERE THIS s NP DR AELE OF PROJECT
LOCATION OF PROJECT LINE 1
SHALL BE COMBINED INTO A SINGLE REPAIR AREA. LOCATION OF EROJECT LN 1
MINIMUM WELD LENGTHS 9. IN SEQUENCING WORK, THE CONTRACTOR SHALL NOT BEGIN CONCRETE REMOVAL AT A TITLE OF DRAWNG
LOCATION ADJACENT TO A COMPLETED REPAIR UNTIL A MINIMUM OF 2 CURING HOURS HAVE FULL O& CPART'Als- DEPTH
P SINGLE FLARE L1 DOUBLE FLARE L2 S = RENFORCING BAR PASSED. EEPAlR DETAILS
V—GROOVE WELD V—GROOVE WELD NOMINAL RADIUS (TYP). 10. A PROTECTIVE OR PENETRATING SEALER FOR CONCRETE SHALL BE APPLIED TO ALL S T
EXPOSED CONCRETE SURFACES EXCEPT THE UNDERSIDE OF THE STRUCTURAL DECK BETWEEN '
5 EFFECTVE THE DRIP EDGES. TA
(75 0.65 T 0.65  THROAT (TYP.) 11. THE EXTENT OF CONCRETE REMOVAL FOR ANY COMPONENT SHALL NOT JEOPARDIZE ITS DATE:
SECTION A A STRUCTURAL INTEGRITY. THE CONTRACTOR SHALL SUBMIT, PRIOR TO COMMENCEMENT OF THIS 9/10
8 WORK, A REMOVAL PLAN AND SCHEDULE FOR PROJECT ENGINEER APPROVAL.
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