ALL SURFACES SHALL BE CLEANED AND PREPARED

AS DESCRIBED ON THRUWAY STANDARD SHEET. COST TO BE
INCLUDED UNDER PARTIAL DEPTH REMOVAL AND
REPLACEMENT ITEM.

BAWCUT ALONG ALL EDGES (TYP.)
TO BE INCLUDED UNDER PARTIAL
DEPTH REMOVAL AND REPAIR ITEM.

-

TOP OF SLAB SOUND CONCRETE

LIMIT_OF REPAIR
50% SLAB

THICKNESS %}\\\\\t\\\}\\\%

MAXIMUM* 7
min.
A
rd

\__NEW REBAR, WHERE REQUIRED TO
*IF DEPTH IS GREATER THAN REPLACE EXISTING DAMAGED OR DETERIORATED
50% OF SLAB THICKNESS, FULL DEPTH REBAR, SHALL BE OF LIKE SIZE & GALVANIZED

REPAIR MUST BE DONE. SEE BELOW. AND SPLICED (TIED OR WELDED AOBE) TO EXISTING
BARS.

EXISTNG REINFORCEMENT

SHALL BE CLEANED. REMOVE ALL UNSOUND CONCRETE

AND REPLACE WITH SPECIFIED
STRUCTURAL CONCRETE.

PARTIAL DEPTH REMOVAL OF STRUCTURAL SLAB
AND REPLACEMENT WITH CLASS 'D’ CONCRETE
DETAIL 5.1.1.2.a
REMOVE ALL UNSOUND CONCRETE AND
REPLACE WITH SPECIFIED CONCRETE
NEW REBAR, WHERE REQUIRED TO
REPLACE EXISTNG DAMAGED OR DETERIORATED

REBAR, SHALL BE OF LIKE SIZE & GALVANIZED:
AND SPLICED (TIED OR WELDED AOBE) TO EXISTING
BARS.

SAWCUT ALONG

EDGES. COST TO BE
INCLUDED UNDER FULL DEPTH
REMOVAL & REPAIR ITEM.

SOUND CONCRETE—_ |

-

Y
STRUCTURAL
SLAB

ALL SURFACES SHALL BE CLEANED AND PREPARED
AS DESCRIBED ON THRUWAY STANDARD SHEET. COST
TO BE INCLUDED UNDER FULL DEPTH REMOVAL AND
REPLACEMENT ITEM.

EXISTING REINFORCEMENT
SHALL BE CLEANED.

FULL DEPTH REMOVAL OF STRUCTURAL SLAB
AND REPLACEMENT WITH CLASS 'D’ CONCRETE
(MISC. LOCATIONS, FORMWORK REQUIRED)

DETAIL 5.1.1.2.b






