








PILE INFORMATION LOAD TEST QUANTITIES

PIER

TYPE

FOUNDATION

ZONE

BRIDGE

BENT

CAP

LOCATION

PILE

PILE

TYPE

NOMINAL

RESISTANCE

(KIPS)

MAXIMUM

APPLIED TEST

LOAD (KIPS)

STATIC

AXIAL

STATIC

LATERAL

DYNAMIC

EOID BOR*

APPROACH

1

Abut W None N/A N/A
01 EB HP 14x117 End Bearing 1100 1375 2
01 WB HP 14x117 End Bearing 1100 1375 1 1 2
02 EB 4'x1" Pipe End Bearing

5850 7300 2
02 WB 4'x1" Pipe End Bearing

5850 7300 2
03 EB 4'x1" Pipe End Bearing

5850 7300 2
03 WB 4'x1" Pipe End Bearing

5850 7300 2
04 EB 4'x1" Pipe End Bearing

5850 7300 2
04 WB 4'x1" Pipe End Bearing

5850 7300 1 1 2
05 EB 4'x1" Pipe End Bearing

5850 7300 2
05 WB 4'x1" Pipe End Bearing

5850 7300 2

2

06 EB 4'x1" Pipe Friction 4750 5950 2 2
06 WB 4'x1" Pipe Friction 4750 5950 2 2
07 EB 4'x1" Pipe Friction 4750 5950 1 2 2
07 WB 4'x1" Pipe Friction 4750 5950 1 2 2
08 EB 4'x1" Pipe Friction 4750 5950 2 2
08 WB 4'x1" Pipe Friction 4750 5950 2 2
09 EB 4'x1" Pipe Friction 4750 5950 2 2
09 WB 4'x1" Pipe Friction 4750 5950 2 2
10 EB 4'x1" Pipe Friction 4750 5950 2 2
10 WB 4'x1" Pipe Friction 4750 5950 2 2

3

11 EB 4'x1" Pipe Friction 4750 5950 2 2
11 WB 4'x1" Pipe Friction 4750 5950 2 2
12 EB 4'x1" Pipe Friction 4750 5950 1 2 2
12 WB 4'x1" Pipe Friction 4750 5950 1 2 2
13 EB 4'x1" Pipe Friction 4750 5950 2 2
13 WB 4'x1" Pipe Friction 4750 5950 2 2
14 EB 4'x1" Pipe Friction 4750 5950 2 2
14 WB 4'x1" Pipe Friction 4750 5950 2 2
15 EB 4'x1" Pipe Friction 4750 5950 2 2
15 WB 4'x1" Pipe Friction 4750 5950 2 2
16 EB 4'x1" Pipe Friction 4750 5950 2 2
16 WB 4'x1" Pipe Friction 4750 5950 2 2
17 EB 4'x1" Pipe Friction 4750 5950 2 2
17 WB 4'x1" Pipe Friction 4750 5950 2 2
18 EB 4'x1" Pipe Friction 4750 5950 1 2 2
18 WB 4'x1" Pipe Friction 4750 5950 1 2 2
19 EB 4'x1" Pipe Friction 4750 5950 2 2
19 WB 4'x1" Pipe Friction 4750 5950 2 2
20 EB 4'x1" Pipe End Bearing

5850 7300 2
20 WB 4'x1" Pipe End Bearing

5850 7300 2
21 EB 4'x1" Pipe End Bearing

5850 7300 2
21 WB 4'x1" Pipe End Bearing

5850 7300 1 2
EOID - End of Initial Drive dynamic test (ASTM D4945) with signal matching
BOR - Beginning of Re-strike
Static Axial - Axial compressive load test (ASTM D1143) performed outside cap limits on sacrificial piles
Lateral - Lateral load test (ASTM D3966) requires two (2) adjacent piles
O-cell - Osterberg Cell Load Test (ASTM D1143)

*  Assume 2 weeks between EOID and BOR tests.  Actual schedule may vary with test results. Additional BOR tests may be required on the same piles in Zones 2/3 depending on the results of the
first BOR.
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4

22 EB 4'x1" Pipe End Bearing
5850 7300 2

22 WB 4'x1" Pipe End Bearing
5850 7300 2

23 EB 4'x1" Pipe End Bearing
5850 7300 2

23 WB 4'x1" Pipe End Bearing
5850 7300 2

24 EB 4'x1" Pipe End Bearing
5850 7300 2

24 WB 4'x1" Pipe End Bearing
5850 7300 2

25 EB 4'x1" Pipe End Bearing
5850 7300 2

25 WB 4'x1" Pipe End Bearing
5850 7300 2

26 EB 4'x1" Pipe End Bearing
5850 7300 2

26 WB 4'x1" Pipe End Bearing
5850 7300 1 2

27 EB 4'x1" Pipe End Bearing
5850 7300 2

27 WB 4'x1" Pipe End Bearing
5850 7300 2

28 EB 4'x1" Pipe End Bearing
5850 7300 2

28 WB 4'x1" Pipe End Bearing
5850 7300 2

29 EB 6'x1" Pipe End Bearing
8500 10600 2

29 WB 6'x1" Pipe End Bearing
8500 10600 2

MAIN SPAN 5

30 6'x1" Pipe End Bearing
8500 10600 2

31 6'x1" Pipe End Bearing
8500 10600 1 2

32 6'x1" Pipe End Bearing
8500 10600 1 1 3

33 6'x1" Pipe End Bearing
8500 10600 3

SHIP

IMPACT

6

34 EB 6'x1" Pipe End Bearing
8500 10600 2

34 WB 6'x1" Pipe End Bearing
8500 10600 2

35 EB 4'x1" Pipe End Bearing
5850 7300 2

35 WB 4'x1" Pipe End Bearing
5850 7300 1 2

36 EB 4'x1" Pipe End Bearing
5850 7300 2

36 WB 4'x1" Pipe End Bearing
5850 7300 2

37 EB 4'x1" Pipe End Bearing
5850 7300 2

37 WB 4'x1" Pipe End Bearing
5850 7300 2

38 EB 4'x1" Pipe End Bearing
5850 7300 2

38 WB 4'x1" Pipe End Bearing
5850 7300 2

APPROACH 7

39 EB 4'x1" Pipe End Bearing
5850 7300 2

39 WB 4'x1" Pipe End Bearing
5850 7300 1 2

40 EB 4'x1" Pipe End Bearing
5850 7300 2

40 WB 4'x1" Pipe End Bearing
5850 7300 2

41 EB 4'x1" Pipe End Bearing
5850 7300 2

41 WB 4'x1" Pipe End Bearing
5850 7300 2

42 EB 4'x1" Pipe End Bearing
5850 7300 2

42 WB 4'x1" Pipe End Bearing
5850 7300 2

43 EB 3'-6" Drilled Shaft Rock Socket 4600 5750

43 WB 3'-6" Drilled Shaft Rock Socket 4600 5750

44 EB 3'-6" Drilled Shaft Rock Socket 4600 5750

44 WB 3'-6" Drilled Shaft Rock Socket 4600 5750
1 (O-cell)

Abut E 3'-6" Drilled Shaft Rock Socket 4600 5750

NOTES:

1. DYNAMIC LOAD TESTS AT EOID WILL BE REQUIRED

FOR ALL STATIC AXIAL LOAD TESTS IN ZONES 1, 4-7.

2. DYNAMIC LOAD TESTS AT BOR WILL BE REQUIRED

FOR ALL STATIC AXIAL LOAD TESTS IN ZONES 2 & 3.

ASSUME 3 BOR TESTS PER TEST PILE.
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NOTES:

1. SEE GEO_GN_401 FOR PILE LOAD TESTING NOTES

AND SCHEDULE OF TESTS TO BE PERFORMED.

LEGEND

DYNAMIC LOAD TEST PERFORMED DURING

PRODUCTION SEQUENCE

DYNAMIC LOAD TESTS TO BE PERFORMED

IN ADVANCE OF PRODUCTION DRIVING

APPROXIMATE STATIC AXIAL TEST

LOCATION

PILE PAIR TO BE LATERALLY TESTED

PIDP PILE LOAD TEST
TP-1A
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NOTES:

1. SEE GEO_GN_401 FOR PILE LOAD TESTING NOTES

AND SCHEDULE OF TESTS TO BE PERFORMED.

LEGEND

DYNAMIC LOAD TEST PERFORMED DURING

PRODUCTION SEQUENCE

DYNAMIC LOAD TESTS TO BE PERFORMED

IN ADVANCE OF PRODUCTION DRIVING

APPROXIMATE STATIC AXIAL TEST

LOCATION

PILE PAIR TO BE LATERALLY TESTED

PIDP PILE LOAD TEST
TP-1A
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NOTES:

1. SEE GEO_GN_401 FOR PILE LOAD TESTING NOTES

AND SCHEDULE OF TESTS TO BE PERFORMED.

LEGEND

DYNAMIC LOAD TEST PERFORMED DURING

PRODUCTION SEQUENCE

DYNAMIC LOAD TESTS TO BE PERFORMED

IN ADVANCE OF PRODUCTION DRIVING

APPROXIMATE STATIC AXIAL TEST

LOCATION

PILE PAIR TO BE LATERALLY TESTED

PIDP PILE LOAD TEST

APPROXIMATE LOCATION OF OSTERBERG

LOAD CELL TEST

TP-1A


