




ITEM 556.9903    25 - MMFX 2 BAR REINFORCEMENT FOR STRUCTURES  
 
3. CONSTRUCTION DETAILS:  (cont’d) 
 
 3.02 Bar Reinforcement (cont’d) 
 

The structural slab reinforcement mats (top and bottom) shall be securely connected together. 
This connection shall be accomplished by wiring with non-conductive materials. Connections 
shall be placed no farther apart than . The bar supports may be utilized for 
this purpose.  Connecting devices shall neither deflect the bar reinforcement nor interfere with 
the smooth flow of concrete. 

 
Immediately prior to placement of concrete, the Engineer shall verify that the reinforcing steel 
is positioned within the above stated tolerances.  If the allowable tolerances are exceeded, the 
Engineer shall order that the position of the reinforcing steel be corrected before granting 
permission for placing concrete. 

 
 Subsequent to placement of concrete, the Engineer shall verify, at random, that the vertical 

clear distance from the top of the structural slab to the top mat of main reinforcing, as shown 
on the contract plans, is no more than  from the bar’s theoretical placement position. If 
this allowable tolerance is exceeded, the Engineer shall reject the work and so advise the 
Contractor and the Chief Engineer in writing, stating the deficiencies upon which the 
rejection is based.  The Chief Engineer shall review the nature and extent of the deficiencies 
and shall designate one or more of the following alternatives: 

 
1. The affected concrete placement shall be removed and replaced in whole or in part. 

 
2. The Contractor shall provide special corrective measures as directed by the Chief 

Engineer. 
 

3. The concrete placement shall be accepted without corrective action, but with a 
monetary credit to compensate for a reduced life expectancy, increased cracking, and 
future maintenance. 

 
The removal of the rejected concrete placement and its subsequent replacement, or other 
corrective work which the Contractor is directed to perform, shall be accomplished at no 
additional cost to the Authority. 

 
4. METHOD OF MEASUREMENT: 
 

4.01 Reinforcement.  The quantity of bar reinforcement shall be measured as the number of pounds of 
steel bars placed.  The weight of bar reinforcing will be computed by the Engineer utilizing the unit 
weight for each size bar.  Unit weights for computation shall be as described by the Concrete 
Reinforcing Steel Institute.  

 
5. BASIS OF PAYMENT: 
 

5.01 Reinforcement.  The Contractor shall include in the unit price the cost of the reinforcing steel, steel 
reinforcing fabrication, delivery and installation. 
 

 The unit price bid per pound shall include the cost of all labor, materials, and equipment necessary to 
complete the work.  The unit price shall also include the cost of chairs, supports, fastenings, 
connections, and all splices including those splices not specifically shown on the plans.  If the 
Engineer permits the substitution of larger bars than those specified, or the DSDB permits splices not 
shown on the plans, payment will be made only for the amount of steel which would have been 
required if the specified size and length had been used. 
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