ITEM 640.25----25 - BLUE REFLECTORIZED PAVEMENT MARKING PAINT FOR HANDICAPPED
PARKING SPACES

1. DESCRIPTION:

1.01  Under this work the Contractor shall furnish and apply painted pavement marking paint at the
locations and in accordance with the patterns indicated on the plans or as directed by the Engineer.

2. MATERIALS:

2.01  Allthe provisions of Section 640 of the Standard Specifications pertaining to Reflectorized Pavement
Marking Paints shall apply except for the following:

A. The pavement marking paint shall be tinted blue prior to application. The color of the paint
shall be such that a prepared color chip shall be a reasonable visual match to Federal Color
Standard No. 595B, Color 15180. Viewing shall be done under normal daylight. Application
of the blue reflectorized pavement marking paint will be restricted to parking and passenger
loading zones and other marking which are specifically intended for accessibility by
handicapped persons, as detailed in the plans.

3. CONSTRUCTION DETAILS:

3.01  None Specified.

4. METHOD OF MEASUREMENT:

4.01  Pavement striping will be measured in feet along the center line of the pavement stripe and shall be
based on a 4 inch wide stripe.

5. BASIS OF PAYMENT:

5.01  Theunitprice bid per linear feet shall include the cost of all labor, equipment and materials necessary
to complete the work as specified.
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