


ITEM 607.0615--25 - FOUR FOOT SYNTHETIC SNOW FENCE ATTACHED TO EXISTING SIX FOOT 
CHAIN LINK FENCE WITH TOP TENSION WIRE 

 
3. CONSTRUCTION DETAILS: 
 
 3.01 The snow fence shall be erected at the location shown on the plans, in accordance with the 

manufacturer’s instructions, or as directed by the Engineer.  The snow fence shall be installed on the 
Authority’s side of the existing chain link fence with option top tension wire.  The fence shall follow 
the contour of the ground.  A gap of six (6) inches shall be maintained from the bottom of fence to the 
ground surface. 

 
 3.02 The fence fabric shall run straight, with a vertical alignment deviation over a three-pole span not to 

exceed 0.25 inches. 
 
 3.03 The synthetic snow fence material must be stretched taut according to manufacturer’s specification, 

but in no case shall tension be less than 123.4 Kips per feet. 
 
 3.04 The synthetic snow fence material shall be attached directly to the existing chain link fence.  The fence 

material shall be wrapped around the end posts and attached to the chain link fence.  The synthetic 
snow fence shall be attached to the chain link fence at a maximum spacing of three (3) feet center to 
center horizontal spacing.  Vertical attachment to the chain link fence shall be the top and bottom of 
the synthetic snow fence then at two (2) equal distances in between.  Fence sections shall overlap 
adjacent sections by six (6) inches. 

 
 3.05 The method to attach the synthetic snow fence shall be either cable tie or fence ring.  The Contractor 

shall choose a method of attachment that will maintain the proper snow fence tension and alignment. 
 
4. METHOD OF MEASUREMENT: 
 

4.01 Fencing shall be measured as the number of linear feet of snow fencing attached to an existing chain 
link fence with top tension wire.  Measurement shall be from center to center of the end poles of the 
existing fence.  An allowance of ten (10) feet will be added for each end pole, corner pole and 
intermediate pole the snow fence is installed on. 

 
5. BASIS OF PAYMENT: 
 

5.01 The unit price bid per linear foot of fencing shall include the cost of furnishing all labor, materials, 
tools, and equipment necessary to successfully complete the work. 
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