


















ITEM 645.4510--25 - RELOCATE DYNAMIC MESSAGE SIGN 
 
3. CONSTRUCTION DETAILS: 
 

3.01 The existing sign shall be carefully removed from the existing structure and transported to the 
designated storage site until the sign is to be re-installed. At the storage site the Contractor shall 
unload the sign and place it upright and secured on adequate dunnage at least 2 foot above ground 
level.  The sign shall be covered. The dunnage shall be provided by the contractor. 

 
3.03      During the storage period the Contractor shall be responsible for the integrity of the stored sign. This 

will include the re-securing of the sign or recovering the sign.    
 
3.02 The Contractor shall develop and deliver shop drawings which illustrate, in detail, how to mount and 

connect the dynamic message sign enclosure to the appropriate truss shown on the plans.  All shop 
drawings shall be approved by a licensed N.Y.S. Professional Engineer.  The sign enclosure shall be 
attached so that the sign face will be tilted down at an angle of 5 degrees to     
dynamic message sign enclosure shall include any support mechanism necessary for the installation of 
the dynamic message sign enclosures which would not have been included in the support structure. 

 
3.03     The sign shall not be mounted over the road or on the roadside unless all power and communication 

lines have been brought to the site and are ready for connection to the sign. 
 
4. METHOD OF MEASUREMENT: 
 

4.01 Work under this item will be measured for payment by each of the dynamic message sign assemblies 
removed from its existing structure, stored, re-installed and made operational. 

 
5. BASIS OF PAYMENT: 
 

5.01 This work shall be paid for at the contract unit price for each dynamic message sign assembly 
removed, stored , installed and accepted.  Payment is to be made as follows: Fifty percent (50%) of the 
bid price of each item will be paid upon completion of the removal and placement at the storage site ;  
percent (40%) will be paid upon re-installation; and ten percent (10%), less any liquidated damages, 
will be paid upon satisfactory completion of the acceptance test, as described in Sections 2.09 through 
2.11 of this specification.  This price shall include the dynamic message signs in their entirety 
including all auxiliary equipment, ground and underdeck mounted cabinets and attachments, software, 
installation of mounting to the support structure and all electronics and appurtenances relative to the 
signs.  

 
  5. 02   Maintaining the integrity of the stored sign shall be included in the price bid. 
 
  5.03   The cost for removal of the existing structure and the new structure shall be paid under separate items. 

 
  5. 04   Liquidated damages shall be assessed at the rate of $100.00 per day for failure to complete any of the 

Milestones on schedule. The Engineer may adjust milestone dates to compensate for delays in the 
availability of the site. 

 
Milestone No.   Description     COMPLETION DATE  
         1   Completion of Final Acceptance Test    November 16, 2012  
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