




ITEM 556.98----25 - GALVANIZED FABRIC REINFORCEMENT FOR STRUCTURES 
 
3. CONSTRUCTION DETAILS: (cont’d) 
 

3.04 Fabric Reinforcement (cont’d) 
 

2. The Contractor shall provide special corrective measures as directed by the Chief 
Engineer - Engineering Services. 

 
3. The concrete placement shall be accepted without corrective action. 

 
The removal of the concrete placement and its subsequent replacement, or other corrective 
work which the Contractor is directed to perform, shall be accomplished at no additional cost 
to the Authority. 

 
3.05 Field Repair - Galvanized Coating.  The Contractor shall be required to field repair any damage to 

the galvanized coating done during shipping and handling, and to replace bars exhibiting severely 
damaged coatings.  Repairable damage is defined as any bare or loose spots, or breaks in the coating 
which affects an area smaller than 16 square inches. 

 
Field repair shall be allowed only when the total number of repairable damaged areas in any ten (10) 
feet length of bar is less than 6.  Any material with a total number of damaged areas greater than the 
amount specified above, or material with any damaged area greater than 16 square inches, shall be 
rejected, immediately removed from the work site, and replaced by the Contractor at no cost to the 
Authority. 

 
The galvanized coating is to be repaired with a zinc-rich paint by the following method: 

 
1. Clean the damaged area by power disk, wire brushing, sand or grit blasting, or any other 

suitable method approved by the Engineer to a near-white metal condition in accordance with 
SSPC-SP10 (10 mils to 20 mils anchor pattern), as a minimum. The surface shall also be 
clean, dry and free of oil, grease, flux residue, corrosion products, and any other foreign 
substance. 

 
2. Using a minimum of two coats, and the methods recommended by the manufacturer of the 

zinc-rich paint, spray or brush apply the zinc-rich paint to the area in a manner to achieve the 
applicable ASTM adherence and quality requirements of the original coating, and a minimum 
dry film thickness of 4 mils. 

 
These repair procedures are allowed only for those field repairs directed by the Engineer. This 
method shall not be allowed for shop repairs.  All repairs shall be made at no cost to the 
Authority. 

 
4. METHOD OF MEASUREMENT: 
 

4.01 Galvanized Fabric Reinforcement.  The quantity of Galvanized Fabric Reinforcement shall be 
measured as the number of square feet of Fabric Reinforcement in place, except that the allowance for 
each lap splice shall not exceed . 

 
5. BASIS OF PAYMENT: 
 

5.01 Galvanized Fabric Reinforcement.  The unit price bid per square foot shall include the cost of all 
labor, materials, and equipment necessary to complete the work. 
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