ITEM 607.90029825 - REMOVING AND DISPOSING OF WOOD SCREEN FENCE

1.

DESCRIPTION:

1.01  Thiswork shall consist of the removal and disposal of existing wood screen fence, posts and concrete
footings in accordance with this specification and as directed by the Engineer.

MATERIALS:

2.01  None specified.

CONSTRUCTION DETAILS:

3.01 The Contractor shall remove the existing wood screen fence and dispose of the materials off of
Authority right-of-way. Proper precautions shall be taken to protect traffic at all times.

3.02  Existing concrete footings that do no conflict with proposed footings may be entirely removed, or
removed to 6 inches below grade and buried. Existing footings that conflict with proposed footings
shall be entirely removed.

3.03  Holes shall be backfilled with a suitable material and compacted in a manner approved by the
Engineer.

METHOD OF MEASUREMENT:

4.01  The quantity to be paid for will be the number of linear feet center to center of the end posts of wood
screen fence removed and disposed of as herein specified or ordered by the Engineer.

BASIS OF PAYMENT:

5.01  The unit price bid per linear foot for the above work shall include the cost of furnishing all labor,
equipment and material necessary to complete the work, including all costs necessary to remove and
dispose of the wood screen fence, posts and footings and backfilling.
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