
 
 
ITEM 607.9012--25 - STAINING WOOD FENCE 
 
1. DESCRIPTION: 
 
 1.01 Under this item, the Contractor shall prepare the surface and apply a semi-transparent stain to existing 

wood fence, or visual or other type wood barrier.   
 
2. MATERIALS: 
 

2.01 The stain shall be an oil or acrylic/oil semi-transparent mildew resistant stain suitable for exterior use, 
similar to Sherwin Williams DeskScapes, PPG Sun-Proof Composite Deck Stain or Zinsser Wolman 
DuraStain.  VOC content shall be in conformance with current regulations.  The color of the stain 
shall be as indicated in the contract plans.   

  
3. CONSTRUCTION DETAILS: 
 
 3.01 Before staining, the surfaces shall be cleaned using the material recommended by the stain 

manufacturer, in accordance with the manufacturer’s instructions.  
 
 3.02 After acceptance of the cleaning, two coats of the stain shall be applied to all exposed surfaces.    
 
4. METHOD OF MEASUREMENT: 
 

4.01 Payment will be made at the lump sum price bid to clean and apply the stain to existing wood surfaces 
indicated on the plans.   

 
5. BASIS OF PAYMENT: 
 

5.01 The lump sum price bid shall include the cost of all labor, equipment and material needed to complete 
the work.   

 

 12/10 RS 
1 of 1 


